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UNIT TYPE DUST COLLECTOR 


Self-contained, low 
cost and completely 
independent 
of cen 
tralized 
collector 
this 
unit 


type 
dust 
collector, 
known 
as 
“Dust 
kop” and having 
a 


600 
cfm rating 
can 


ye 
quickly attached 
to tool or small sur- 


evstem, 


\ 


face 
grinders, 
cut- 


off 
machines, 
etc. 
Requiring less than 


1 
sq. 
ft. 
of 
floor 
space, it is equipped 
with 
“%-hp., 
3450 
rpm., 
110 volt 
A.C. 
motor 
which 
gives 


the unit 
a 3.3 inch 
waterlift 
rating. 
Other 
voltages 
are 
available 
on 
order. 
Two types of in- 
take 
flanges 
are 
optional. When con- 
nected 
up 
with 
grinder 
as 
illustrated, 
two 
lengths 
of flexible 
metal 
hose make a slip 
fit connection 
and require the two- 
way 
intake 
as shown. 
Single 5 inch 
flange 
for pipe 
elbow connection is also optional. 
High efficiency spun 
glass filter is placed horizontally permitting dust to fall 
hack away from filter into removal pan. Made by Aget- 
Detroit Mfg. Co., 953 Book Bldg., Detroit. CAdillac 7875. 
—Advt. 
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It holds tight because 
THREAD PLAY IS ELIMINATED 
with a resilient non-metallic 


locking 
collar 
Waren an Elastic Stop 
Nut is applied, thread play is automatically eliminated as 
soon as the end of the bolt presses against the locking 


collar which is built into the head of the nut. The load- 
carrying thread faces of nut and bolt are brought into 
contact under pressure. 
As the bolt works its way through the collar, that 
pressure 
is increased. A positive grip is established 
which can not be loosened by vibration, shock or stress. 


OR a full explanation of the Elastic Stop principle, 
write for Catalog containing 
this and other 
data. 


ELASTIC STOP NUT CORPORATION 
2346 VAUXHALL ROAD 
+ 
UNION, NEW JERSEY 


y 
ite teld dite 
NUTS 
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GATHER 
YOUR 
RIGHTFUL 
PROFITS 


By Using the 
World's 
Champion 
LEIMAN BROS. 
“ 
Patented 


tlso 
used 
as 
pressure 
fp 
Ta 
lowers, gas boosters, 
a | 
and 
air 
motors 
oS 
THEY TAKE UP THEIR 
, 
OWN WEAR 


LEIMAN BROS. !NC. 


| Christie St. 
Newark.N.J. 


} 
be 
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For 
Your Convenience 
in Obtaining Information 
on Products, 
Use 


OZONE TYPE WATER PURIFIER 


Bacteria 
are 
literally 
burned out 
of water with 
this 
completely 
automatic, 
self-contained 
Sterozone 
water 
purification 
plant. 
Though developed 
for use 
in army 
camps 
and 
by 
troops 
on 
maneu- 
vers, 
unit has wide 
spread 
industrial 
and municipal appli- 
cation. 
Rated 
Ca- 
pacity 
is 9000 
gal- 
lons per hour. Larg- 
er output can be ob- 
tained 
by 
parallel 
ing units. 
Raw 
water 
is 
pumped 
from 
source 
through 
fil- 
ter 
to remove 
sus- 
pended 
matter. 
It 
then 
passes 
through 
absorber chamber 
where 
ozone, 
generated 
by 
high 
frequency 
silent 
electrical 
dis 


charge, 
oxidizes 
bacterial contamination. 
There 
is no 
danger 
of overtreatment 
and 
purified water 
is odor 


less and tasteless. 
Power 
is 
supplied 
by automatic, 
gasoline 
engine 
driven, 
10-kilovolt-ampere, 
220-volt, 
3-phase 
generator. 
This unit 
is self-starting and self-regulating. All mech- 
anism 
for pumping 
is driven 
by 5-horsepower 
motor 
and is mounted on vibration dampening rubber suspen- 
sion units. Ozone is generated by electric discharge be- 
tween aluminum 
plates maintained 
at 13,000 volts by 
2-kilovolt-ampere transformer. 
Ozonized 
air 
is injected 
directly 
into absorber 
and 
flows countercurrent 
to water 
in four separate stages. 
From absorber, water passes directly through supply 
pump 
which 
imparts 
pressure 
equivalent 
to 
50-foot 
head. Synchronous timer eontrols cycle and periodically 
reverses 
raw 
water 
filters and air dehydrators. 
Filter 
out 
of 
service 
is backwashed 
and dehydrator 
out 
of 
service 
is regenerated electrically. 
Made by Technicraft 
Engineering 
Co., 5610 S. Soto St., Los Angeles. 


Item 
A 
Mention 
NED-88 when writing 
A 


. 


HUMIDITY CONTROL SYSTEM 


Positive 
control 
of 
humidity 
in 
all 
types 
of 
industrial 
plants for maintain 
ing 
atmospheric 
conditions essential 


for 
comfort, 
maxi- 
mum production or 


for 
processing and 
manufacturing 
op- 
erations 
is 
obtain- 
able with Kathabar 
system. 
Two 
ma 
jor parts of system 
are regenerator and 
contactor. 
tegenerator, 
il 
lustrated, 
employs 
stable Kathene 
liq- 
uid as humidifying 
agent. 
Liquid is cleaned, reclaimed and recirculated 
in 
this 
unit. 
Humidification 
or dehumidification 
is gov 
erned 
by temperature 
of liquid. 
In 
contactor 
or 
cells, 
Kathene 
forms 
sheet-like 
wash 
through 
which incoming 
air must 
pass. 
Wash 
also 
serves 
to 
cleanse 
air 
and 
move 
foreign 
odors. 
Chemical 
action 
renders certain bacteria 
inert. 
System is simple and accurate in operation and only 
one valve is used to control Kathene temperature. Once 
properly 
set, system 
is automatic. 
Small 
motor and 
recirculating 
pump 
are 
only 
moving 
parts, 
keeping 
maintenance and operating costs at minimum. 
Made by 
Surface Combustion Corp., 2375 Dorr St., Toledo, O, 


A 
Mention Item 


WELDER CONTROL 


Improvement 
in control 
of company’s 
line 
of 
arc 
welders has resulted in elimination of need for meters 
showing volts and amperes. 
This 
is said to have sim- 
plified 
arc 
welding 
machine 
operation 
. 
and to have permit- 
ted 
price 
reduc. 
tion 
of $20. 
Meter 
has 
supplanted 
by 
selector 
and 
cur 
rent 
control 
which 
are 
calibrated 
an 
equipped with dials 
indicating 
type 
ol 
work 
and 
numbo) 
of 
amperes 
for 
each 
setting. 
It 
is 
claimed 
that 
this 
feature enables welding operator 
to secure highest qual 
ity welds and highest 
possible welding speeds because 
he can vary both slope of volt-ampere curve and amount 


of welding current independently and positively to suit 


NED-89 when writing 
A 


been 
job 


every 
job. 
Another advantage claimed 
for design 
de- 
velopment 
is relocation 
of 
polarity 
reversing 
switch 
which now occupies space formerly occupied by meter, 
immediately 
above 
and 
between 
self-indicating 
dials. 
Made by The Lincoln Electric Co., Dept. 
AP-574, 
12818 
Coit Rd., Cleveland. 
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Inquiry. Blank 
Enclosed 
in This 


Heat-treater lowering the 
c« 
Homo 
tempering 
tu 
SPRING MAKER PREFERS HOMO METHOD 
For Accurate, Uniform Spring- Temper 
Tempering of springs 
is an art which has been practiced by 


f Raymond 
Mfg. 
Dis 
ver 


the 
Raymond 
Mfg. 
Co., 
Division 
Associated 
Spring 
Mfrs., 
Corry, 
Pa., for 
50-odd 
years, 
but 
the 
one 
t 
mpering 
method 
preferred 
today 
in 
this 
plant 
is 
the 
Homo 
Method. 
For, when 
a spring gets 
to the 
Homo, 
it 
will automatically 
receive 
the treatment which the heat-treater’s experience 
and 
skill 
tell him 
it should 
have. 
He 
sets 
the 
temperature 
dial, 
and 
a 
time-signal 
too, 
if 
he 
wishes; 
then 
he 
can 
forget 
the 
batch until 
the 
signal calls him 
to unload 
the 
furnac 
His 
time 
and skill 
are 
freed 
for other duti 
meet 
today’s 
multiplied 
demands 
If you 
want 
further 
‘Homo Tempering.” 


str 
tched”’ 
to 
help 


information, 
ask 
for 
Catalog 
T-625 


Jri 
Ad T-625 
(23 


LEEDS & NORTHRUP COMPANY, 
4905 
STENTON AVE, 
PHILA, PA 
LEEDS 
& NORTHRUP 


MEASURING INSTRUMENTS 


- 


_—— 
| 


TEL EMETERS 
AIITOMATIC CONTROLS 
HEAT. TREATING FURNACES 
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To Manufacturers 
with Defense Contracts 


Your defense shipping problems can be easily met with Acme Steelstrap 
his 
scientific 
method 
of 
flat 
steel 
strap 
reinforcement 
will 
meet 
all 
strapping 
specifications 
for 
your 
defense 
contracts 
During 
the 
first 
World War, Acme Steelstrap and equipment played a major part in proper 
reinforcement 
of 
shipments. 
Today, 
Acme 
engineers 
are 
again 
co 
operating 
with government 
authorities and manufacturers 
in assuring 
defense shipments of fast, 
safe and economical 
arrival 
Why not be sure of adequate, low-cost product protection with Acme 
Steelstrap? 
Acme engineers will be glad to work with you in determining 
the best method of insuring 
perfect delivery 
Acme tools are available 
for every 
packing purpose 
} 
arcel post packs to carloadladings. 
Acme Steelstrap is made in all poll mee sizes, gauges and finishes. 
Write 
today 
for complete 
information. 


ACME 
STEFLSTRAP 
MEETS 
ALL 
GOVERNMENT 
STRAPPING 
| 
. 
SPECIFICATIONS 
| 


ACME STEEL COMPANY 


2822 Archer Avenue, Chicago, Illinois 
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Hansen 
1-1 
Tacker 


(at right) drives 
Hansen T-Head 
Tacks in 4 lengths— 
me" to 
%". 
Tecks 


packed 
5000 
pe 
box. 


REQUEST 
DETAILS 


ow! A TACKER 
that drives TACKS 


RODUCTION 
jobs that 
require 
tacking 
or 
fastening 
are speeded up with HANSCO Model T-! Tacker. Op- 
erates 
with 
one 
hand—fast 
as 
you 
grip. 
Self-contained. 
Easily portable. 
Speeds up production. 
Cuts costs. 


Drives 
Hansen 
T-head 
Tacks. 
One 
model 
drives 
four 
lengths—3/16” 
to 
1/2”—without 
change 
or 
adjustment. 
into 
hardest woods—thru 
thin 
metal 
ASK FOR 
Submit 
your 
tacking 
problems 
with 
sample to our Engineering Department. 
FOLDER 
A.L.HANSEN MFG.CO. 


Drives 


or 
tin. 


5164 RAVENSWOOD AVE. CHICAGO. ILL. 
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